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ProdEX natural wood panels do not need the regular maintenance other woods for exterior require.

ProdEX panels offer the design world the possibility to create natural, living facades with a wide range of tones and 
creative options available.

MAINTENANCE-FREE:

AESTHETIC:

ProdEX panels are the perfect material for cladding facades thanks to the panel’s technical qualities. The panel’s bakelite 
core means it is possible to adjust the panel’s thickness and its subsequent technical qualities making ProdEX the ideal 
solution for all types of projects.

ProdEX panels are extremely hard, rendering them perfectly resistant to continuous exposure to sunlight and sharp 
changes in temperature and humidity.

They also offer a high level of durability against termite attacks and maximum resistance to vandalism.

ProdEX panels also offer excellent dimensional stability.

The PVDF surface prevents dust and all kinds of dirt from sticking to the panel 
surface, ensuring ease of maintenance and cleaning.

The outer chemical non-stick layer impregnated into ProdEX panels prevents aerosol paint from sticking 
permanently to the surface.

Length x width: 2.440 mm x 1.220 mm. Thicknesses 6, 8, 10, 12, 14, 16, 18, 20, 22 mm.

On request, panels may be supplied with different reactions to fire in line with standard EN 13.501-1:

 v ProdEX C - s2, d0          v ProdEX IGN B - s2, d0         v  ProdEX FIREPROOF B - s1, d0

RESISTANCE AND DURABILITY:

CLEANING:

ANTI-GRAFFITI RESISTENCE:

PANEL DIMENSIONS:

FIRE RATING:

ProdEX panels have a bakelite core covered with a natural wood veneer that is specially treated 
to ensure maximum resistance.
We have developed an exterior PVDF film with non-stick qualities in order to achieve a maximum level 
of care for the wood, ensuring panels are protected from moisture, rain, sunlight, and even the 
build-up of dirt on the panels’ surface.

PANEL COMPOSITION:

OKUME VENEER

In the ProdEX technical catalogue all the technical specifications and possible uses for the product can be found
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