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University Arms Hotel, Cambridge
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James Hardie is a world-leading manufacturer of smart, 
sustainable building materials. Established over 130 years 
ago, we pioneered the development of both fibre cement and 
fibre gypsum technology.

We set the standard in premium, high-performance interior 
and exterior products. Our portfolio includes the James 
Hardie®, fermacell® and Aestuver® brands.

Inspired by new technology and driven by our passion for 
design, we are constantly growing our extensive range of 
building solutions. 

A smarter way
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We are specialists in supporting clients, architects and 
installers working in the commercial sector to deliver 
schemes of outstanding value and design.

Our portfolio includes complete floor to ceiling solutions. 
Our materials offer benefits around space saving, enhanced 
strength, fire protection, acoustic performance, impact 
resistance, moisture resistance and much more.

We work in partnership with our clients to provide more than 
just building materials; with complimentary take off services, 
technical on-site training and ongoing client relationship 
management to ensure the best possible quality delivery for 
your development.

Designing exceptional 
commercial buildings
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Centre for Sustainable Chemistry, 
University of Nottingham, Nottingham
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Our product range
Complete floor to ceiling solutions

fermacell® fibre gypsum for walls
fermacell® fibre gypsum is a multi-purpose dry 
lining board that combines design flexibility with the 
optimum fire, acoustic and impact performance. 

1

fermacell® fibre gypsum for floors
fermacell® flooring is a dry screed solution that 
optimises thermal conductivity and is quick to 
install. Available with an optional wood fibre layer 
for advanced acoustic performance.

2

PowerPanel® H20 board
PowerPanel® H20 board is a water resistant 
construction material ideal for walls, floors and 
ceilings. It’s specifically designed for use in rooms 
where there are damp conditions.

3

HardieWindbreaker® sheathing board
HardieWindbreaker® sheathing is an engineered 
fibre cement weather defence barrier. The boards 
will not warp or shrink when exposed to adverse 
climates, and offer a guaranteed 12 months' 
exposure during construction. 

4

James Hardie® cladding
From planks to large format facade panels, 
use HardiePanel® cladding or HardiePlank® 
weatherboard to achieve your desired aesthetic. 
Both products offer an A2 non-combustible solution 
with in-built pest, rot, fade and weather resistance.

5

2
fermacell® fibre gypsum for floors
Use internally on floors as a dry 
screed solution.

1
fermacell® fibre gypsum for walls
Use internally on walls as a 
multi-purpose, dry lining board.
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All our fibre cement and fibre gypsum 
building products offer engineered, high 
performance, smart building solutions 
that are made to last.

4
HardieWindbreaker® sheathing
Use as a sheathing layer behind 
ventilated rainscreen cladding.

5
James Hardie® cladding
Use externally as cladding for a 
ventilated rainscreen facade solution.

3
PowerPanel® H20 board
Use as a water resistant board 
in wet or high moisture areas.

Made 
to Last

Moisture 
Resistant

Fire 
Resistant
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fermacell® fibre gypsum
Multi-purpose performance board

fermacell® fibre gypsum is a multi-purpose dry lining board 
that offers a single layer solution, available in a range of 
sizes and thicknesses.

From wall to floor design, one board does it all, minimising 
wet trades on site, increasing design flexibility and saving 
space whilst meeting or exceeding building regulations.

Our boards also have the added benefit of being able to be 
installed before the building is water tight, to enable ease 
and speed of fitting.

Ultimate flexibility
Using our dry lining system 
reduces the need for costly plywood 
pattressing, with a high hanging 
strength that ensures room layouts 
are future-proofed to offer the 
ultimate design flexibility.

Simplify your build
Our fermacell™ Fine Surface 
Treatment (FST) can also be used to 
finish the boards; a light fill with FST 
and your walls are ready to accept any 
covering - wallpaper, paint or tile - 
after just 45 minutes.
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Right Aloft Hotel. fermacell® 
partitions were specified 
between all multi-use 
spaces and bedrooms to 
provide enhanced acoustic 
performance and robustness.

Below Mandarin Oriental 
Hotel. fermacell® boards were 
used throughout the internal 
build, finished with FST to 
provide a high quality finish 
in-keeping with the luxury of 
the hotel brand.

11
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fermacell® fibre gypsum
Typical specification for internal partitions

fermacell® dry lining offers an ideal solution for quality 
internal walls.

Our boards offer optimum acoustic and fire performance, 
whilst also delivering design flexibility, as the walls can 
be easily reconfigured. Our slimline dry lining also saves 
important wall space to maximise room yields.

12
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fermacell® 1S15 steel stud partition

fermacell® 1S31 steel stud partition

fermacell® 1S21 steel stud partition

13

System specification: 1S21
12.5 mm fermacell® board either side of 75 mm steel stud with 
60 mm mineral stone wool insulation, density 30 kg/m3.

System specification: 1S15
12.5 mm fermacell® board either side of 75 mm steel stud.

System specification: 1S31
12.5 mm + 10 mm fermacell® board either side of 75 mm steel 
stud with 60 mm mineral stone wool insulation, density 35 kg/m3.

FR 
30 mins

Rw 
41-43 

FR 
120 mins

Rw 
62

FR 
60 mins

Rw 
52-54

fermacell® fixing and load-holding strengths

Fixing and maximum load-holding strengths are shown above, 
all into a single layer of 12.5 mm fermacell® board without 
plywood pattressing. N.B safety factor of 2.
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“We specified fermacell® boards to reduce the 
labour on site had we opted for blockwork or 
plasterboard. The product exceeded all our 
specification requirements and allowed the 
project to be successfully delivered on time."
Technical Manager, Design & Technical Bureau
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Mandarin Oriental Hotel, Dubai
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fermacell® fibre gypsum
Typical specification for floors

fermacell® flooring offers an engineered dry screed overlay for 
optimising both acoustic and thermal performance.

The perfect partner for underfloor heating systems, fibre gypsum 
boosts heat with over double the thermal conductivity of timber. A 
specialist acoustic overlay board is available with an additional wood 
fibre layer to further dampen both impact and airbourne noise.

16



17

fermacell® 2E31 acoustic overlay system

17

System specification: 2E31 acoustic overlay system
2 x 10 mm fermacell® boards plus 10 mm wood fibre. 4kN permissible point load 
can be achieved with the addition of a third layer of 10 mm fermacell® board. 

Right Hyatt Hotel. 
fermacell® flooring was 
specified throughout 
all guest bedrooms due 
to ease and speed of 
installation. 

Rw 
63

Lnw 
53
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Science Gallery, Kings College, London
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“The venue is very busy with many events 
hosted throughout the year. The space is 
ever changing and we needed a product 
that would accept fixing wherever was 
required. We specified fermacell® dry lining 
throughout to ensure we could meet these 
changing building demands.”
Greg Shannon, Director, LTS Architects

19
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PowerPanel® H20 board
Ultimate protection against moisture damage

PowerPanel® H20 board is an advanced water resistant 
construction material ideal for walls, floors and ceilings.  

It’s specifically designed for use in rooms where there are damp 
conditions, such as leisure and sports centres, swimming pools 
and catering facilities.  

Whereas traditional materials such as plywood and plasterboard 
are liable to swell, break or disintegrate when wet, PowerPanel® 
board stays strong and firm, no matter how damp it gets.

Fire and moisture resistant
PowerPanel® H20 board is an 
A1 non-combustible product 
exceeding all building regulations 
for fire resistance, whilst also being 
impervious to water damage. 

Optimised acoustics
Our boards are made with 
reinforced glass fibre to offer the 
ultimate in strength and acoustic 
performance, minimising both 
impact and airbourne sound.
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PowerPanel® H20 board
Typical specification for wet areas

PowerPanel® H20 board is ideal for use in showers, bathrooms 
and swimming pool areas to protect tiles and grout from 
moisture damage. 

It's quick and easy to fit on to masonry, timber or steel 
and installation is based on the same simple construction 
techniques that are used with standard dry lining materials.

2222
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PowerPanel® H20 board PowerPanel® H20 board

System specification: PowerPanel® H20 board
12.5 mm fermacell® fibre gypsum board fixed to the outer 
side of the 75 mm steel stud plus 12.5 mm PowerPanel® H20 
board fixed to the inner side, with 60 mm mineral stone wool 
insulation, density 25 kg/m3.

Right University Arms Hotel. 
Our boards were used 
throughout all bathrooms 
to offer moisture protection 
and prevent tiles and grout 
from cracking.
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HardieWindbreaker® sheathing board
Extreme defence against the elements

HardieWindbreaker® sheathing offers a next generation in 
weather defence air barriers.

With superior fire resistance, water-tightness and structural 
racking strength, HardieWindbreaker® sheathing helps new 
builds stand the test of time.

A quicker build
Early close-in avoids weather delays, 
removing the need to reschedule 
trades and reducing unplanned 
equipment hire costs. Our boards 
will not warp or shrink when exposed 
to adverse climates, and offer a 
guaranteed 12 months' exposure 
during construction.

A more weather-tight building
HardieWindbreaker® sheathing 
provides superior weather-tightness 
as our water-repellent sealant stops 
moisture getting in; whilst the board’s 
breathability allows moisture vapour 
to get out.

Our boards help to equalise the air 
pressure inside the outer wall cavity, 
allowing your building to stand up to 
extra high wind zones.
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Right Kita School. 
Below Brighton Secondary 
College. James Hardie® 
facade solutions used 
throughout.
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HardieWindbreaker® sheathing board
Typical specification for ventilated facades

HardieWindbreaker® board is lightweight, easy to cut, flexible 
to handle and can be fixed using either screws, nails or staples.
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HardieWindbreaker® sheathing board system HardieWindbreaker® sheathing board system

Right Cobham Aged Care. 
James Hardie® facade 
solutions used throughout.

System specification: HardieWindbreaker® sheathing
12.5 mm fermacell® board fixed to the interior side of the steel 
stud (minimum size 75 mm) with an exterior support system 
fixed back to the studs through HardieWindbreaker® sheathing 
board, supporting the facade cladding.
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James Hardie® cladding
Flexibility for your facades

HardiePanel® cladding is a large element cladding sheet that 
brings real flexibility and freshness to your facade designs – at 
an attractive price. Its crisp, clean lines make it a smart choice 
for strong, contemporary designs.

HardiePlank® cladding is a plank format cladding solution 
offering the ultimate in design flexibility, with both horizontal, 
vertical, open joint and shiplap installation details available.

Both products are available in a choice of two textures – 
smooth or cedar wood effect finish – and 21 colours (with 
custom colour options).

Made to last
With advanced seventh generation 
technology, we’ve created the most 
durable cladding ever made, with 
enhanced properties for unmatched 
durability. Our additives are 
chemically bonded to provide lasting 
resistance to rain, hail, wind, rot 
and pests.

Non-combustible cladding
James Hardie® cladding stands 
strong even in the most extreme 
adverse events. Our weatherboards 
are non-combustible, achieving the 
highest rating possible (A2, s1-d0) 
for a coloured facade product. Our 
facades have been extensively fire 
tested under the EN 13501-1 suite 
of fire tests for CE compliance, 
and would not contribute to the 
propagation of fire.
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Right Holy Cross School. 
HardiePlank® cladding 
and trims used for a full 
wrap facade. 
Bottom Le Grand Large. 
HardiePanel® cladding used 
for the main facade accent.

29
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James Hardie® cladding
Typical specifications for facades

James Hardie® cladding offers the best of both strength and 
usability. We’ve found the perfect balance between high-
quality Portland cement, sand and cellulose fibre to deliver 
lightweight, easy-to-cut cladding that installs firm and fast.

30
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HardiePanel® cladding HardiePanel® cladding

Right City University. 
HardiePanel® cladding was 
used in combination with 
HardiePlank® cladding to 
complete this student housing 
refurbishment project. 

System specification: HardiePanel® cladding
12.5 mm fermacell® board fixed to the interior side of the steel 
stud (minimum size 75 mm) with an exterior cladding support 
system fixed back to the studs through HardieWindbreaker® 
sheathing board, supporting the HardiePanel® cladding facade.
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“Choosing to use James Hardie® facade 
products was an important decision for 
us, we needed materials that would both 
achieve our architectural vision and also 
stand the test of time.”
Kam MacRory, Marketing Manager, 
Berkeley Homes

33
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Further product information:

phone 0121 311 3480

email info@jameshardie.co.uk

web www.jameshardie.co.uk
 www.fermacell.co.uk

Get in touch
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www.jameshardie.co.uk
www.fermacell.co.uk

Get inspired at

© 2020 James Hardie Europe B.V. and James Hardie Europe GmbH. TM and ® denote registered and unregistered 
trademarks of James Hardie Technology Limited and James Hardie Europe GmbH. A James Hardie 15 year warranty 
applies to all our fibre cement products. Please see www.jameshardie.co.uk/warranty for terms and conditions.


